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2 MT 975UK SP 2/08

SPECIFICATIONS

Unit Dimensions 17.0 mm H x
6.0 mm W x
4.1 mm D
(6.6” H x 2.3” W
x 1.6” D)
including antenna

Unit Weight 4.2 oz. (120g)
Without batteries

RF Output 500 mW

Channels 8
CH 1 = 446.00625 MHz

2 = 446.01875
3 = 446.03125
4 = 446.04375
5 = 446.05625
6 = 446.06875
7 = 446.08125
8 = 446.09375

SKU# MT 975-2 VP UK

Batteries 4 AAA NiMH recharge-
able batteries per radio
(included) or 4 AAA alka-
line batteries per radio
(not included)

UPC 0-28377-90823 1

Master Pack 10028377 90823 8
Barcode

Clamshell 295 mm H x
Dimensions 202 mm W x

90 mm D
(11.6” H x 8.0” W
x 3.5” D)

Clamshell .68 kg ( 24 oz.)
Weight

Master Pack 4
Quantity

Master Pack 362 mm H x
Dimensions 300 mm W x

207 mm D
(14.3” H x 11.8” W
x 8.1” D)

Master Pack 3.1 kg ( 109.3 oz.)
Weight

Specifications subject to change
without notice.

MANUAL LANGUAGES

Cobra®, microTALK®, Nothing Comes Close to a Cobra®, VibrAlert® and the snake design are registered trademarks of Cobra Electronics Corporation, USA.
Cobra Electronics Corporation™ is a trademark of Cobra Electronics Corporation, USA.
CEEL® is a registered trademark of Cobra Electronics Europe LTD.

English

FEATURES BENEFITS

8 Channels Front panel push buttons give you easy access to all 8 PMR channels.

121 Privacy Codes 38 CTCSS (Continuous Tone Coded Squelch System) codes and 83 DCS (Digitally

Coded Squelch) codes provide a total of 121 privacy codes. 968 privacy combinations

are possible when the 8 channels are combined with the 121 privacy codes.

Up to 12km Range Range will vary depending on terrain and conditions.

VibrAlert® Provides a silent alert for incoming calls. Ideal for noisy or all-quiet environments.

VOX (Voice Activated Transmission) User’s voice is detected and the radio transmits without the need to press any

buttons, freeing the user’s hands for other tasks. 5 VOX sensitivity levels allow user

to select at which point the radio will detect their voice.

Baby Monitor Allows radio to monitor a baby whenever a sound is detected.

Dual Watch Programmable two location scan allows user to monitor two different Dual Watch

Locations (channel or channel/privacy code) simultaneously.

10 Channel Memory Allows the user to program up to 10 channel or channel/privacy code combinations

for easy retrieval.

Call Alert (10 selectable tones) Provides up to 10 easily recognizable call alert tones for incoming calls.

Roger Beep Tone (selectable on/off) Confirmation tone indicates the completion of your transmission, and signals to

others it’s clear to talk. This feature is selectable and may be turned on or off.

Backlit LCD Display Provides maximum ease of use, even at night.

Battery Power Saver A unique circuit extends the life of your batteries. If there are no transmissions within

10 seconds, the unit will automatically switch to battery saver mode.

Scan Allows user to scan either channels, CTCSS privacy codes within a channel, DCS codes

within a channel or up to 10 memory channels to locate conversations in progress.

Battery Level Meter Displays remaining battery life in an easily viewable LCD icon.

Intercom Capable With an optional intercom adapter and two external speaker/microphone attachments,

a single radio can be used as an intercom system (ideal for motorcyclists)

Keystroke Tones (selectable on/off) Confirms key activation. This feature is selectable and may be turned on or off.

Key Lock When activated, provides key pad security eliminating accidental channel changes.

Manual Included Includes instruction manual.

INCLUDED ACCESSORIES

Desktop Rapid Charger Charges supplied NiMH batteries inside radios. Rapid charger accommodates one

or two radios.

8AAA NiMH Rechargeable Batteries Each radio can also be used with 4 AAA non-rechargeable alkaline batteries

(not included).

Maximum range may vary

and is based on

line-of-sight operation,

without obstructions,

and under ideal conditions.

MT975UK _SPEC.qxd:Layout 1  2/8/08  11:15 AM  Page 2


